
9101 Protection EN 60529 IP65

Inrush Holding

V110 - 50Hz 15 VA 12 VA

V230 - 50Hz 15 VA 12 VA

V24 - 50Hz 15 VA 12 VA

V24 dc 8W 8W

3036 Bobina di ricambio elettrovalvole 97100 Protezione EN 60529 IP65

V24 dc 1,6 W 30 mA

DIN EN 

175301-803 

Form A

V04X286A V05X286A Bobina di ricambio elettrovalvole V04-V05 Protezione IP65 DIN 40050

Inrush Holding

V24 - 50Hz 14 (27)VA 10 (20) VA

V24 dc 4,5 (9) W 4,5 (9) W

V110 50Hz 14 (27)VA 10 (20) VA

V230 - 50Hz 14 (27)VA 10 (20) VA

+/-10% 100%ED Tra parentesi valori bobina V05

QM/48 Bobina di ricambio elettrovalvole V60-V61 Protezione IP65 DIN 40050

Inrush Holding

V24 - 50Hz 14 VA 10 VA

V24 dc 4,5 W 4,5 W

V110 50Hz 14 VA 10 VA

V230 - 50Hz 14 VA 10 VA

SATEMA     13856 VIGLIANO B.SE - Via Milano, 395
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18VDISNORV04COIL024A

DIN 43650 

Form A

18VDISNORV04COIL024C

18VDISNORV04COIL110

18VDISNORV04COIL220

Replacement coil for Buschjost solenoid valves

Power 

consumption

Rated 

current 

18VDISNORV04COIL024A

DIN 43650 

Form A

18VDISNORV04COIL024C

18VDISNORV04COIL110

18VDISNORV04COIL220

Code Voltage
Consumption

Connector

Code Voltage Connector

12VSTR303602400

Code Voltage
Consumption

Connector

NORGREN / BUSCHJOST -  SPARE COIL  

Code Voltage
Consumption

Connector

12ELE910111050
DIN EN 

175301-803 

Form A

12ELE9101220050

12ELE91012450

12ELE910124CC




